The ESCO F-3W is an economical model designed for small vertical cutting operations and lab work. Great for IFD samples. Features include a tilting table. A cabinet or stand is also available.

**SPECIFICATIONS**

<table>
<thead>
<tr>
<th>Description</th>
<th>Measurement</th>
</tr>
</thead>
<tbody>
<tr>
<td>Cutting Height - Table to Maximum</td>
<td>18” [457 MM]</td>
</tr>
<tr>
<td>Cutting Width - Blade to Left Side Frame</td>
<td>30” [762 MM]</td>
</tr>
<tr>
<td>Cutting Width - Blade to Fence Left Side</td>
<td>24” [610 MM]</td>
</tr>
<tr>
<td>Cutting Width - Blade to Extreme Right</td>
<td>27” [686 MM]</td>
</tr>
<tr>
<td>Cutting Length</td>
<td>24” [610 MM]</td>
</tr>
</tbody>
</table>

**Floor Space Required**

<table>
<thead>
<tr>
<th>Description</th>
<th>Measurement</th>
</tr>
</thead>
<tbody>
<tr>
<td>Overall Width</td>
<td>76” [1930 MM]</td>
</tr>
<tr>
<td>Overall Length</td>
<td>58” [1473 MM]</td>
</tr>
<tr>
<td>Height - Without Stand</td>
<td>65” [1651 MM]</td>
</tr>
</tbody>
</table>

**Shipping Weight**: 500 LBS [Without Stand] [Varies by Model/Options]
STANDARD FEATURES
- 45° TILTING TABLE ASSEMBLY
- MANUALLY OPERATED SIDE FENCE
- HEAVY-DUTY FRAME

OPTIONAL FEATURES
- CABINET STAND WITH CASTERS AND 2 LOCKING DOORS [195 LBS]
- OPEN STAND WITH SHELF [75 LBS]

OPERATOR CONTROL FEATURES
- PUSH-BUTTON CONTROLS MOUNTED TO TABLE ASSEMBLY
- MANUALLY OPERATED SIDE FENCE

TABLE ASSEMBLY SPECIFICATIONS
- HEAVY-DUTY WITH SMOOTH SURFACE
- TABLE MANUALLY TRAVERSES
- HEIGHT FROM BASE TO TABLE TOP 21.25" [540 MM]
- HEIGHT FROM CABINET TO TABLE TOP 45" [1143 MM]
- TILT UP TO 45°

FENCE ASSEMBLY SPECIFICATIONS
- ALUMINIUM MANUAL ADJUSTMENT
- STANDARD FENCE HEIGHT 6" [152 MM]

BLADE ASSEMBLY SPECIFICATIONS
- BLADE THICKNESS 0.02” [0.5 MM]
- BLADE WIDTHS: 3/8", 1/2", 3/4”
- BLADE SPEED 2000 FPM [610 MPM]
- BLADE TYPE: SERRATED SABER TOOTH
- BLADE WHEELS: 12" [305 MM] DIAMETER WITH MOLDED URETHANE TIRES

POWER REQUIREMENT SPECIFICATIONS
- 115/230VAC, 1-PHASE, 60HZ
- .75 HP MOTOR [1750 RPM]